
EXISTING BACKSTOP 
TO BE REMOVED 


EXISTING TREES TO REMAIN 




EXISTING CONCRETE WALLS TO REMAIN 
EXCEPT WHERE NOTED. REMOVE 
EXISTING FENCE BY CUTTING POLES 
FLUSH TOP OFXONCRETE AND FILLING 
HOLES WITht GROUT. 


MATERIALS 
STAGING AREA 


EXIST. BENCH TO 
BE REMOVED 


REMOVE EXISTING CATCH BASIN, FRAME AND GRATE TO MIN 
DEPTH OF 36" BELOW GRADE. REMOVE DIRT, EXPOSE EXIT 
PIPE, FILL AND PLUG PIPE WITH CONCRETE. BACKFILL CB 
AND COMPACT SUBGRADE AS SPECIFIED. 


D & R TENNIS COURT FENCING, POSTS, BENCHES 

AND ALL SITE FURNISHINGS. EXCAVATE TENNIS 

COURTS AND EXISTING BASE MATERIALS 12" DEEP. PROCESS 

COURTS AND BASE TO REQUIRED SPECIFICATIONS FOR USE IN BASE 

PREPARATION FOR NEW COURTS. STOCKPILE MATERIALS WITHIN 

COURT AREA OR IN INDICATED MATERIALS STAGING AREAS. 


CUT existing:/ALL 
AT THIS point 
SMCOTH 
EXPOSED EDGES 


D & R WALL 
ALONG STREE T 


TYPICAL TEST 
PIT LOCATION 


D&R 

EXISTING 

BENCH 


MATERIALS 
STAGING AREA 


LIMIT OF WORK 


D&R 

EXISTING 

BENCH 


D&R EXISTING BACKSTOP 
AND BENCH 


D&R EXIST. 

FENCE, APPROX 65' 


EXISTING TREE TO REMAIN 


CUT AND END 
EXISTING FENCE 

AT EXISTING POST - SEE LAYOUT PLAN 
ATTACH EXISTING FABRIC 
TO POST AS IN NEW FENCE 


D&R EXISTING 
ACCESS PATH 


LEGEND 


SURVEY NOTES: 




@ 

© 

© 

® 






0 


o 

o 



, j.., 
u vy — 

tc = 


CATCHBASIN 

DRAIN MANHOLE 

SEWER MANHOLE 

ELECTRIC MANHOLE 

TELEPHONE MANHOLE 

CABLE TV MANHOLE 

MISCELLANEOUS MANHOLE 

ELECTRIC HANDHOLE 

LIGHTING HANDHOLE 

ROOF DRAIN 

AREA DRAIN 

OIL FILL 

HYDRANT 

WATER GATE 

WATER SERVICE 

WATER METER 

GAS GATE 

GAS SERVICE 

LIGHT POLE/LAMP 

UTILITY POLE 

TRAFFIC SIGNAL 

GUY WIRE 

SIGN POLE 

MAIL BOX 

BOLLARD 

POST 

TREE 

CHAIN LINK FENCE 
WOOD POST FENCE 
TEST PIT 

MONITORING WELL 
LIMIT OF WETLANDS W/FLAG # 
STONE BOUND W/DRILL HOLE 
IRON ROD 

INTERMEDIATE CONTOUR 
INDEX CONTOUR 
SPOT GRADE 

FINISHED FLOOR ELEVATION 
DOORWAY ELEVATION 
TOP OF CURB ELEVATION 
BOTTOM OF CURB ELEVATION 
TOP STEP ELEVATION 
BOTTOM STEP ELEVATION 


ROLLED EROSION CONTROL SOCK, 


1) EXISTING CONDTIONS INFORMATION IS TAKEN FROM 
A SURVEY PREPARED BY LANATA AND ASSOCIATES 
DATED AUGUST 2, 2014 

2) THE DATUM IS THE TOWN OF ARLINGTON BASE 
AND THE COORDINATE SYSTEM IS 

ASSUMED AND THE NORTH ARROW IS MAGNETIC. 

3) THIS SURVEY IS THE RESULT OF FIELD SURVEY AND 
SHOWS THE LOCATION OF ALL VISIBLE PHYSICAL FEATURES 

4) ’’DIG SAFE” SHOULD BE CONTACTED FOR THE FINAL 
DETERMINATION OF UNDER GROUND UTILITIES. 

5) ALL DRAINAGE STRUCTURES AND PIPES ARE IN POOR 
CONDITION AND NEED TO BE CLEANED TO 
DETERMINE SIZES AND TYPES OF PIPES. 

REEFER TO RECORD PLANS. 


SITE PREPARATION LEGEND 


r J) 


MATERIALS STAGING AREA 


EROSION CONTOL LINE 


ITEM TO BE REMOVED 
D&R: DEMOLISH AND REMOVE 


EXISTING CONDITIONS AND SITE PREPARATION NOTES 


2 . 



9. 

10 . 


11 . 


18 " 


CONTRACTOR IS RESPONSIBLE FOR VERIFYING ALL EXISTING 
CONDITIONS AS THEY MAY AFFECT THE WORK. 

THE CONTRACTOR SHALL BE RESPONSIBLE FOR VERIFYING AND 
DETERMINING THE LOCATION, SIZE AND ELEVATION OF ALL EXISTING 
UTILITIES, SHOWN OR NOT SHOWN ON THIS PLAN, PRIOR TO ANY 
CONSTRUCTION. THE ENGINEER SHALL BE NOTIFIED IN WRITING OF ANY 
UTILITIES FOUND INTERFERING WITH THE PROPOSED CONSTRUCTION 
AND APPROPRIATE REMEDIAL ACTION BEFORE PROCEEDING WITH THE 
WORK. 

THE LOCATION OF ALL UNDERGROUND UTILITIES SHOWN HEREON ARE 
APPROXIMATE AND ARE BASED ON THE FILED LOCATION OF ALL VISIBLE 
STRUCTURES SUCH AS CATCH BASINS, MANHOLES, WATERGATES, ETC., 
AND COMPILED FROM PLANS SUPPLIED BY VARIOUS UTILITY COMPANIES 
AND GOVERNMENT AGENCIES. 

ALL CONTRACTORS SHOULD NOTIFY, IN WRITING, ALL UTILITY COMPANIES 
OR AGENCIES PRIOR TO ANY EXCAVATION OR UTILITY WORK. 

CALL DIG SAFE, 1-800-322-4844 AND OBTAIN UTILITY MARK OUT BEFORE 
COMMENDING ANY WORK IN ACCORDANCE WITH MASS. REGULATIONS. 
REVIEW EXTENT OF DEMOLITION AND REMOVAL WITH ARCHITECT 
BEFORE COMMENCING SITE OPERATIONS. 

REPORT DISCREPANCIES BETWEEN ACTUAL FIELD CONDITIONS AND THE 
DRAWINGS IMMEDIATELY TO THE LANDSCAPE ARCHITECT FOR 
RESOLUTION. DO NOT PROCEED WITH SITE REPARATION IN AREAS OF 
DISCREPANCY UNTIL WRITTEN RESOLUTION IS OBTAINED. 

DO NOT SCALE DRAWINGS. IF DIMENSION OR EXTENT OF WORK IS 
UNCLEAR, OBTAIN CLARIFICATION FROM LANDSCAPE ARCHITECT BEFORE 
PROCEEDING WITH CONSTRUCTION. 

INSTALL EROSION CONTROL BEFORE COMMENCING SITE OPERATIONS. 
CONSULT EXISTING DRAWINGS AND RECORDS FOR LOCATION AND 
EXTENT OF SITE UTILITIES. EXERCISE CARE TO PROTECT EXISTING 
UTILITIES TO REMAIN. 

PORTIONS OF THE WORK PROPOSED ON THIS PLAN ARE IS ALLOWED BY 
AN ORDER OF CONDITIONS AND WETLAND PERMIT ISSUED BY THE 
ARLINGTON CONSERVATION COMMISSION WHICH INCLUDES STRICT 
CONDITIONS AND REQUIREMENTS. NO WORK IS TO PROCEED UNTIL THE 
CONTRACTOR HAS REVIEWED THE ORDER OF CONDITIONS AND AGREED 
TO ABIDE BY ALL CONDITIONS THEREIN. 


NOTES: 
1 


THE CONTRACTOR SHALL MAINTAIN THE EROSION CONTROL BERM IN A FUNCTIONAL CONDITION 
AT ALL TIMES AND IT SHALL BE ROUTINELY INSPECTED. 

THE CONTRACTOR SHALL REMOVE SEDIMENTS COLLECTED AT THE BASE OF THE SOCK WHEN THEY 
REACH 1/3 OF THE EXPOSED HEIGHT OF THE SOCK, OR AS DIRECTED BY THE LANDSCAPE ARCHITECT. 
REMOVE EROSION CONTROL BERM WHEN NO LONGER REQUIRED, 

AS DETERMINED BY THE LANDSCAPE ARCHITECT. 


EROSION CONTROL DETAIL 


NOT TO SCALE 


FOR BIDS ONLY 


COPYRIGHT ©2015 
LEONARD DESIGN ASSOCIATES 

DRAWING ALTERATION 

IT IS A VIOLATION OF LAW FOR ANY 
PERSON, UNLESS ACTING UNDER THE 
DIRECTION OF LICENSED ARCHITECT, 
PROFESSIONAL ENGINEER, LANDSCAPE 
ARCHITECT, OR LAND SURVEYOR TO 
ALTER ANY ITEM ON THIS DOCUMENT 
IN ANY WAY. 

ANY LICENSEE WHO ALTERS THIS 
DOCUMENT IS REQUIRED BY LAW TO 

AFFIX HIS OR HER SEAL AND THE 
NOTATION "ALTERED BY" FOLLOWED BY 
HIS OR HER SIGNATURE AND SPECIFIC 
DESCRIPTION OF THE ALTERATIONS. 


Leonard 

Design 

Assoeiates 

Site Planning/ 
Landscape Architecture 

95 Ronald Road 
Arlington, MA 02474 
(781) 641-0750 
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Arlington, Massachusetts 
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EXISTING CONDITIONS 
AND SITE PREPARATION 


JOB NUMBER: 

DRAWN: 

DATE: 

1414 

ADL 

2/25/2015 

FILE: 

CHECKED: 

SCALE: 

arlparks/spy pond tennis 

ADL 

II 
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LAYOUT AND GRADING NOTES 

1. LAYOUT ALL SITE ELEMENTS IN THE FIELD. OBTAIN LANDSCAPE ARCHITECT'S APPROVAL BEFORE PROCEEDING 
WITH CONSTRUCTION. 

2. DO NOT SCALE DRAWINGS. IF EXTENT OF WORK IS UNCLEAR, OBTAIN CLARIFICATION FROM LANDSCAPE 
ARCHITECT BEFORE PROCEEDING. 

3. ALL ANGLES ARE 90 DEGREES UNLESS OTHERWISE NOTED. 

4. REPORT ANY UNSATISFACTORY CONDITIONS IMMEDIATELY TO THE OWNER OR LANDSCAPE ARCHITECTFOR 
RESOLUTION. CONTRACTOR SHALL RECEIVE NO ADDITIONAL PAYMENT FOR UNSATISFACTORY CONDITIONS 
REPORTED AFTER THE FACT OR AFTER COMPLETION OF CONSTRUCTION. 

5. ALL AREAS INDICATED TO REMAIN THAT ARE DISTURBED BY CONSTRUCTION TO BE REPAIRED OR RESTORED TO 
ORIGINAL CONDITION AT NO ADDITIONAL COST TO OWNER. 

6. PROVIDE POSITIVE DRAINAGE ON ALL SURFACES. VERIFY WITH LANDSCAPE ARCHITECT ANY SURFACE WITH A 
SLOPE OF LESS THAN 2%. 

7. PROVIDE ROUNDINGS AT ALL CHANGES IN SLOPE. CREATE NO ABRUPT ANGLES OR CHANGES IN ANY SURFACE 
UNLESS SPECIFICALLY DETAILED OR SPECIFIED. 

8. PROVIDE FLUSH TRANSISTIONS BETWEEN ADJACENT SURFACES UNLESS OTHERWISE DETAILED OR SPECIFIED. 




APPROX. TOE 
OF EXISTING 
SLOPE 


PRUNE BROKEN OR RUBBING BRANCHES ONLY 


NEW 20'L X 10'H BLACK VINYL 
CHAIN LINK BACKSTOP 
TO BE LOCATED IN FIELD 
BY LANDSCAPE ARCHITECT 


■ EXIST. GRADE 


NEW ACCESSIBLE 
BENCH 


GUY WITH WEBBED - 

STRAPPING. ADJUST TO 
SLIGHTLY SLACK TENSION 
STAKE ABOVE FIRST BRANCHES 
OR AS NECESSARY FOR FIRM SUPPORT 

HARDWOOD STAKES 
2-3 STAKES 2" X 2" 
DRIVEN (MIN. 18") FIRMLY 
INTO SUBGRADE PRIOR 
TO BACKFILLING 


..ai 

nr 


NEW 5' BIT. 
CONC. PATH 




NEW FENCE ON TOP 
OF EXISTING WALL 


40' LONG X 10' HIGH 
CMU PRACTICE WALL 


REPLACE EXISTING 
MH COVER WITH 
CB FRAME AND GRATE 
SEE C-1 


TYPICAL 42" 
GATE 


Iff 

"Cl I 


1' i 


10' MAINTENANCE 
ACCESS GATES 


- - 


TRENCH DRAIN-SEE 
SHEET C-1 


NEW 5' BIT. 
CONC. PATH 


SEE SHEET L-4 
FOR DETAILED 
LAYOUT OF COURTS 


i7” S 

I RECORD, ' 
M 13.48 
10.44 


TYPICAL COURT BENCH 
WITH BACkUnD ARMS 


J--' 

i ' 


GRAVEL FRENCH 
DRAIN W PERF 
PIPE 


EXISTING 
DRAIN LINE 




COURT/AREA EXPANDED 
BY TWffi COURTS 


GATE ENTRY TO COURTS 
FROM WELLINGTON STREBTso 


SEE C.1 FOR OVERFLOW DRAIN 
CONNECTION , 


'A 4% SLOPE ;- 

\ 5' BITn^ 

CONQ. P/YTh ; 

TRASH -J— 
RECEPTACLE ' 


36' YOUTH COURT 
ALTERNATE 1 





1 % 


■ 


DRAINAGE RECHARGE STRUCTURES 
BELOW COURT, SEE SHEET C-1 


6'FENCING AT 
YOUTH COURT 

\ 


1 Vi 


n - 


1 1 

1 1 




1 1 

1 1 


- 1 

u 


1 1 

1 1 




1 1 

1 1 


■ 


BLENDED COURT LINES, TYPICAL FOR 
TWO COURT BATTERY. SEE DETAIL 
I LAYOUT SHEET L-4 


--- ADD ALTERNATE #2 - BIT. CONC. 
T PAVING AND BIKE RACK 

- NEW ACCESSIBLE BENCH 


TREE WRAP - TO ABOVE 
FIRST BRANCH 


Leonard 

Design 

Assoeiates 

Site Planning/ 
Landscape Architecture 

95 Ronald Road 
Arlington, MA 02474 
(781) 641-0750 


PLANT 1" HIGH FOR EACH 
INCH OF CALIPER, UP TO 
6" CAL. REMOVE EXCESS SOIL 
TO EXPOSE ROOT FLAIR. 


2.5-3X BALL DIAMETER • 


APPLY 3" COMPOSTED WOOD CHIPS 
AROUND ENTIRE PLANTING AREA, BUT 
NOT TOUCHING TRUNK 

BACKFILL WITH PARENT SOIL, APPLY 
■ COMPOST AS PER SOIL TEST 


EXISTING GRADE 


CUT BURLAP, ROPE AND WIRE AWAY FROM 
ROOT BALL, REMOVE ALL IF POSSIBLE 

UNDISTURBED SOIL OR COMPACTED FILL 
LOOSEN EXCESSIVELY COMPACTED SOILS 



STAKING: 2 PER 3" CAL. OR LESS 
STAKING: 3 PER 4" CAL. OR GREATER 


TREE PLANTING - VERTICAL STAKES 


NOT TO SCALE 


Civil Engineers 


Gala Simon 
Associates Inc. 

394 LOWELL STREET, SUITE 18 
LEXINGTON, MA 02420 
Tel: (781)676-2962 


NOTE: SEE SPECIFICATIONS FOR TYPE OF 
BITUMINOUS CONCRETE REQUIRED AT TENNIS COURT 
AND AT PATHS ____ 


ADJACENT GRADE 


COLORCOAT SURFACE (OMIT AT PATHWAYS) 

- 1" WEARING OR SURFACE COURSE 

— TACK COAT 

r 2" LEVELING OR BASE COURSE 


•VARIES-SEE PLAN- 


'(kD( vr/f ^ . X Yi-,r W'J 


D' - Y A' TPY 
r/ , ' or 'OJ'r A 

r o / on. 1 




, ax; VCa' ' ' r 

I V •' '' 




12" RECLAIMED 
COMPACTED GRAVEL BASE 
OR NEW GRAVEL BASE AS 
SPECIFIED IN SOILS REPORT ■ 



GEOTEXTILE FABRIC 
COMPACTED SUBGRADE 


TENNIS COURT PAVING/PATHWAY PAVING 

NOT TO SCALE 


GENERAL PLANTING NOTES 

1. ALL PLANT MATERIAL SHALL BE FIRST QUALITY STOCK GROWN IN 
THE NORTH EAST. 

2. ALL PLANT MATERIALS AND METHODS SHALL CONFORM TO THE 
AMERICAN ASSOCIATION OF NUSERYMEN, AMERICAN STANDARD 
FOR NURSERY STOCK, LATEST EDITION. 

3. PROVIDE ONE YEAR WARRANTY ON ALL PLANT MATERIALS 

4. STAKE OR PHYSICALLY LAYOUT PLANTING MATERIALS IN 
APPROXIMATE LOCATIONS AND OBTAIN APPROVAL OF 
LANDSCAPE ARCHITECT BEFORE PLANTING. 

5. REPORT ANY UNSATISFACTORY CONDITIONS IMMEDIATELY TO 
THE OWNER. CONTRACTOR SHALL RECEIVE NO ADDITIONAL 
COMPENSATION FOR NECESSARY CORRECTION OF WORK 
REQUIRED BY UNSATISFACTORY CONDITIONS REPORTED AFTER 
THE FACT OR AFTER COMPLETION OF PLANTING. 

6. ALL AREAS DISTURBED BY CONSTRUCTION TO BE REPAIRED OR 
RESTORED TO ORIGINAL CONDITION AT NO ADDITIONAL COST TO 
OWNER. 

7. PLANTING SOIL MIXTURE: 4 PARTS TOPSOIL TO 1 PART ORGANIC 
COMPOST. 

8. ALL LAWN AREAS TO RECEIVE 4" TOPSOIL 

9. IN CASE OF DISCREPANCY BETWEEN PLAN AND PLANT LIST, 
LANDSCAPE ARCHITECT WILL DECIDED WHICH QUANTITY SHALL 
GOVERN, AT NO ADDITIONAL COST TO OWNER. 

10. ALL AREAS WITHIN THE LIMIT OF WORK AND NOT OTHERWISE 
INDICATED TO REMAIN, BE NEW PAVEMENT, CONSTRUCTION OR 
PLANTING. SHALL BE PREPARED AND SEEDED AS LAWN. 

11. PORTIONS OF THE WORK PROPOSED ON THIS PLAN ARE IS 
ALLOWED BY AN ORDER OF CONDITIONS AND WETLAND PERMIT 
ISSUED BY THE ARLINGTON CONSERVATION COMMISSION WHICH 
INCLUDES STRICT CONDITIONS AND REQUIREMENTS. NO WORK 
IS TO PROCEED UNTIL THE CONTRACTOR HAS REVIEWED THE 
ORDER OF CONDITIONS AND AGREED TO ABIDE BY ALL 
CONDITIONS THEREIN. 

12. SEE SPECIFICATIONS FOR ADDITIONAL REQUIREMENTS. 


AS RECQMMENDED BY 
MANUFACTURER 



POST OR LEG OF SITE FURNISHING 
OR SITE SIGN, LENGTH OF POST PER 
MANUFACTURER. 24" MIN BURY FOR 
SIGN POST. 

FINISH GRADE 


ALLOW FOR ADJACENT MATERIAL 
TO BE PLACED OVER FOOTING 


DIMENSION VARIES DEPENDING ON 
THICKNESS OF ADJACENT MATERIAL 



02/25/2015 


01/13/2015 


No. I Date 


ISSUE FOR BIDS 


COMMISSION REVIEW SET 


Description 


3000 PSI CONCRETE 


FIRM UNDISTURBED EARTH 
OR COMPACTED BACKFILL 


12" MIN. 


^-UNDISTURBED SUBGRADE 

FOOTING FOR SITE FURNISHING - IMBEDMENT MOUNT 

NOT TO SCALE 


SPY POND PARK 
TENNIS COURTS 

Arlington, Massachusetts 

Arlington Parks and Recreation Commission 
422 Summer Street 
Arlington, Massachusetts 02474 
(781) 641-5492 



LAYOUT AND 
MATERIALS PLAN 


ITEM QNTY. SCIENTIFIC NAME 


COMMON NAME 


SIZE COMMENTS 








HANDICAP PARKINCySIGN 


POND L 


AN 


/- NEW 20'Lx 10'H BLACK VINYL 

/ CHAIN LINK BACKSTOP 

TO BE LOCATED IN FIELD 
BY LANDSCAPE ARCHITECT 

■- NEW BIT. CONC. PATH 

3% SLOPE 

BIT. CONC. PATH 
AT EXISTING CURB CUT 


^ EXISTING CURB STONES TO REMAIN 

HANDICAP PARKING SPACE PAINTED ON POND LANE 
REPAVE AS NEEDED TO CREATE ACCESSIBLE SPACE WITH MAX 
2% CROSS-SLOPE. WHITE LINES 4" WIDE, BLUE PARKING SPACE 
AND 3" WIDE DIAGONAL WHITE LINES AT WALKWAY ENTRANCE 


7 ACER RUBRUM 'RED SUNSET' 
3 NYSSA SYLVATICA 


ACER RUBRUM RED MAPLE 
BLACK TUPELO 


4" CAL 
2.5" CAL 


FOR BIDS ONLY 


COPYRIGHT (c) 2014 
LEONARD DESIGN ASSOCIATES 

DRAWING ALTERATION 

IT IS A VIOLATION OF LAW FOR ANY 
PERSON, UNLESS ACTING UNDER THE 
DIRECTION OF LICENSED ARCHITECT, 
PROFESSIONAL ENGINEER, LANDSCAPE 
ARCHITECT, OR LAND SURVEYOR TO 
ALTER ANY ITEM ON THIS DOCUMENT 
IN ANY WAY. 

ANY LICENSEE WHO ALTERS THIS 


JOB NUMBER: 

1414 


FILE: 

arlparks/spy pond tennis 


DRAWN: 

ADL 


CHECKED: 

ADL 


2/25/2015 


SCALE: 

1 " = 20 ' 






















































DESIGN-BUILD CMU PRACTICE WALL CONCEPT 

NOT TO SCALE 



1.66"O.D. TOP RAIL 
POST TOP 


CHAIN LINK FABRIC 


ALL JOINTS WELDED 
TO MAKE A SOLID FRAME 

CHAIN LINK FABRIC 


LATCH POST 

TENSION BAR 
(TYP. 4 SIDES) 

LOCINOX ADA COMPATIBLE 
LEVER CHAIN LINK FENCE 
LATCH SYSTEM 

2" O.D. GATE FRAME 
(TYP. 4 SIDES) 

NEW 8" HIGH BLACK 
VINYL COATED STEEL 
KICK PLATE - BOTH SIDES 
OF GATE PANEL 


1"CLEARANCE 
FOOTINGS, SEE FENCE DETAIL 


1.66" O.D. SCH. 40 



O 


NOTES: 


12" MIN. 



1. INSTALLATION TO BE COMPLETED IN ACCORDANCE WITH MANUFACTURER'S SPECIFICATIONS. 


< 

CO 


2. DO NOT SCALE DRAWINGS. 


3. ALL POSTS, FABRIC AND ACCESSORIES TO BE BLACK VINYL-COATED GALVANIZED STEEL. 

4. PROVIDE FULL HEIGHT VEHICLE ACCESS GATES WHERE SHOWN WITH POSTS, FRAME, BRACING AND ASSEMBLY 
IN ACCORDANCE WITH MANUFACTURER'S RECOMMENDATIONS. 


NOT TO SCALE 


TENNIS FENCE PEDESTRIAN SWING GATE WITH ADA COMPATIBLE LATCH 


TENNIS COURT FENCING 

NOT TO SCALE 


CENTERLINE 



.%.c 

4 

4 

■ « 


■12" SO. 


CENTER TIE DOWN 
ANCHOR SET IN 12" SO. 
CONCRETE FTG., TYP. 


42’ TO CENTER OF POSTS 


POST OR LEG OF SITE FURNISHING 



FOOTING FOR SITE FURNISHING - SURFACE MOUNT 


I 



NOT TO SCALE 


NOT TO SCALE 
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Landscape Architecture 
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Gala Simon Associates 

( 

3SA 


|l|l|l|l 

3456789 10 
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Civil Engineers 


Gala Simon 
Associates Inc. 

394 LOWELL STREET, SUITE 18 
LEXINGTON, MA 02420 
Tel: (781)676-2962 
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SITE DETAILS 


JOB NUMBER: 

DRAWN: 

DATE: 

1414 

ADL 

2/25/2015 


FILE: 

arlparks/spy pond tennis 


CHECKED: 

ADL 


SCALE: 

AS NOTED 





























ADD ALTERNATE #2 - BIT. CONC. PAVING AND BIKE RACK 


TRENCH DRAIN SEE SHEET C-1 


5' BIT. CONC. PATH 


TRENCH DRAIN SEE SHEET C-1 



10’ DOUBLE GATE, FULL HEIGHT 
FOR MAINTENANCE ACCESS 



BENCH AT TENNIS COURT, 
TYP. FOR 4. CENTER ON NET 
BACK OF BENCH 12" FROM FENCE 


10' DOUBLE GATE 
FOR MAINTENANCE ACCESS 


TENNIS NET POST TYP. 


48" GATE 


INSTALL TENNIS -^ 

COURT SIGNAGE 
48" ABOVE GARDE 43 .. 


COURT SIDE 
OF WALL EVEN 
WITH FENCE 


10' HIGH 
REINFORCED 
CMU PRACTICE 
WALL - CENTER 
ON COURT 


NET ANCHOR TYP. 




48" GATE 


42" GATE 


TYPICAL LAYOUT 
FOR COURT MARKINGS 



DASHED LINES ARE 
'BLENDED' COURT LINES 
PER USTA STDS FOR , 

JUNIOR PLAY. LINES TO BE 
1-1/2"" WIDE, GRAY COLOR. 
TYP. FOR TWO COURTS. 
DASHED SYMBOL USED 
FOR ILLUSTRATION ONLY. 
ACTUAL LINES TO BE 
CONTINUOUS. * 



48" GATE 


INSTALL TENNIS 
COURT SIGNAGE 
48" ABOVE GARDE 


ELIMINATE GRASS STRIP 
UNDER ALTERNATE#1 



EDGE OF TENNIS COURT PAVING 
TO BE 12" FROM FENCE, TYP 
ALL SIDES OF COURT. SEE TENNIS' 
FENCING DETAIL, SHEET LI .3 


6 ' FENCE 


Leonard 
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Site Planning/ 
Landscape Architecture 
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Arlington, MA 02474 
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SPY POND PARK 
TENNIS COURTS 

Arlington, Massachusetts 


Arlington Parks and Recreation Commission 
422 Summer Street 
Arlington, Massachusetts 02474 
(781) 641-5492 


BEGIN 

LAYOUT ro 
AT FACE 
OF WALL I 


TENNIS COURT COLORS: ALL AREAS INSIDE LINES TO BE COLOR 'A' 
ALL AREAS OUTSIDE LINES TO BE COLOR 'B'. COLORS TO BE SELECTED 
FROM MANUFACTURER’S STANDARD COLORS. 

TYPICAL FOR ENTIRE COURT AREA. 


EXISTING CONCRETE WALL 
TO REMAIN 


TENNIS COURT LAYOUT NOTES 

1. ALL MEASUREMENTS FOR COURT MARKINGS ARE TO THE OUTSIDE OF LINE EXCEPT FOR 
THOSE INVOLVING THE CENTER MARK AND CENTER SERVICE LINE WHICH IS EQUALLY 
DIVIDED BETWEEN THE RIGHT AND LEFT SERVICE COURTS. 

2. ALL COURT MARKINGS ARE TO BE 2" WIDE (EXCEPT FOR 1.5" BLENDED COURT LINES, SEE 
PLANS.) 

3. CENTER LINE MARK AT BASELINE IS 4" LONG. 

4. ALL LAYOUT AND MARKINGS ARE TO CONFORM WITH USTA SPECIFICATIONS. 

5. ALL OVERALL COURT DIMENSIONS ARE TO CENTER OF FENCE LINE. 


48" GATE 


TRASH RECEPTACLE LOCATION UNDER 
ALTERNATE #1 

48" GATE LOCATION UNDER 
ALTERNATE #1 - 5' HEIGHT 


6 ' FENCE 


ADD ALTERNATE #1 - USTA 'QUICK START' COURT 
COMPLETE WITH 64' X 34’ ADDTIONAL 
PAVING AND 100’ OF 6 ' BLACK VINYL 
CHAIN LINK FENCING, INCLUDING 2 GATES 
SIMILAR COLOR SCHEME TO MAIN COURTS 
SUPPLY QUICK START SIZE POSTS AND NET 


TENNIS COURT LAYOUT 
AND DETAILS 


JOB NUMBER: 

DRAWN: 

DATE: 

1414 

ADL 

2/25/2015 

FILE: 

CHECKED: 

SCALE: 

arlparks/spy pond tennis 

ADL 

1" = 20' 








































APPROX. TOE 
OF EXISTING 



20'X 10'BLACK 
VINYL CHAIN LINK 
BACKSTOP 


EXIST. GRADE 



ACCESSIBLE 

BENCH 


NEW 5' BIT. 
CONC. PATH 


LOCATION AND INVERTS 
TO BE FIELD VERIFIED 
REPLACE SOLID COVER WITH 
-CATCH BASIN FRAME AND GRATE 
R: 14.50 



CLEAN OUT 
(TYP.) 

CONNECT FRENCH DRAIN 
TO OVERFI.OW PIPING 


'12' MAINTENANCE 
ACCESS GATES 



NEW 5' BIT. 
CONC. PATH 



INTERCEPTOR TRENCH DRAIN 


SDR 35 PVC OVERFLOW 


PIPE. S=0.01 


COURT AREA 
EXPANDED 
BY TWO COURTS 



FRENCH DRAIN 
(CAPPED ENDS) 
1 = 13.38 



R= 14.40 
I(in) = 13.25 
I(out) = 13.21 



SUBSURFACE LEACHING SYSTEM 

81- CULTEC 150HD CHAMBERS 

W/6'’ STONE BELOW AND W/1' STONE AROUND 

BOTTOM OF CHAMBERS EL.12.30 

BOTTOM OF STONE EL. 11.80 

INVERT (6" IN) EL. 13.00 



FRENCH DRAIN 
(HIGH POINT) 
1=13.50 



BLENDED COURT LINES, TYPICAL FOR 
TWO COURT BATTERY. SEE DETAIL PLAN 



14.75 


LIMIT OF 5' 

SOIL REMOVAL 



EXISTING BACKSTOP 
AND BENCH TO BE 
REMOVED 



GENERAL NOTES 


1. THE CONTRACTOR SHALL VERILY ALL EXISTING INLORMATION ON THE GROUND AND SHALL 
REPORT ALL DISCREPANCIES TO THE ENGINEER IMMEDIATELY FOR A DECISION 

PRIOR TO CONSTRUCTION. 

2. ALL AREAS OUTSIDE OF THE LIMIT OF WORK LINES SHALL NOT BE DISTURBED IN ANY MANNER 

BY THE CONTRACT OPERATIONS. THE CONTRACTOR SHALL KEEP OUT OF THESE AREAS AND 
PRESERVE THEIR EXISTING CHARACTER. 

3. INSTALL TEMPORARY EROSION CONTROL MEASURES PRIOR TO CONSTRUCTION FOR APPROVAL 

BY THE DESIGN ENGINEER. 

4. PROVIDE SMOOTH TRANSITION AT CHANGES IN GRADE EXCEPT AS INDICATED ON THE 
DRAWINGS AND AS DIRECTED BY THE ENGINEER. 

5. THE CONTRACTOR SHALL VERIFY THE LOCATION OF ALL UNDERGROUND UTILITIES PRIOR TO 
THE COMMENCEMENT OF CONSTRUCTION. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ALL 
UNDERGROUND UTILITY LINES; ACTIVE OR NOT, AND SHALL MAINTAIN A CLOSE AND CONSTANT 
CONTACT WITH ALL UTILITY COMPANIES INVOLVED. CALL DIG-SAFE 888-344-7233 

6. CONTRACTOR SHALL COMPLY WITH ALL REQUIREMENTS, PERMITTING, AND LICENSES ISSUED 

AT THE FEDERAL, STATE AND LOCAL AGENCIES. 

7. CONTRACTOR SHALL COORDINATE ALL SITE UTILITY IMPROVEMENTS WITH THE TOWN 

OF ARLINGTON OFFICIALS. 

8. ENGINEER IS TO BE CONTACTED BY CONTRACTOR TO PERFORM AS BUILT MEASUREMENTS. 

9. OWNER/DEVELOPER IS TO COMPLY WITH ALL OF MASSACHUSETTS DEP SITE 

DEVELOPMENT REGULATIONS. 

LAYOUT & GRADING NOTES 


1. CONSULT ALL DRAWINGS AND SPECIFICATIONS FOR COORDINATION REQUIREMENTS 
BETWEEN ALL TRADES PRIOR TO COMMENCING NEW CONSTRUCTION. 

2. LOCATION OF EXISTING UTILITIES SHOWN ARE DIAGRAMMATIC ONLY. CONTRACTOR SHALL 
CONTACT THE PROPER AUTHORITIES IN WRITING TO CONFIRM THE LOCATIONS OF ALL EXISTING 
UTILITIES BEFORE COMMENCING WORK. ANY DAMAGE INCURRED DURING CONSTRUCTION TO 
ANY UTILITY SHALL BE REPAIRED BY THE CONTRACTOR AT NO ADDITIONAL COST TO OWNER. 

3. CONTRACTOR TO REFER TO A SURVEYOR PLOT PLAN FOR ACCURATE OFFSETS TO 
TO PROPERTY LINE. 

DRAINAGE NOTES: 


1. CONTRACTOR IS RESPONSIBLE FOR THE VERTICAL AND 
HORIZONTAL CONTROLS OF THE PROJECT. 

2. INSTALLATION OF THE SUBSURFACE CHAMBERS IS TO BE 
PERFORMED ACCORDING TO RECOMMENDATIONS FROM THE 
MANUFACTURER. 

3. THE MINIMUM CLEARANCE FROM THE BOTTOM OF THE 
SUBSURFACE DRAINAGE SYSTEM TO REFUSAL OR GROUNDWATER 
IS 24 INCHES. IN THE EVENT 

THAT THIS CLEARANCE CANNOT BE MAINTAINED, 

ENGINEER IS TO BE NOTIFIED. 

4. SYSTEM WILL REQUIRE PERIODIC INSPECTION. 

UTILITY NOTES: 


1. THE CONTRACTOR SHALL BE RESPONSIBLE FOR VERIFYING AND DETERMINING 
THE LOCATION, SIZE AND ELEVATION OF ALL EXISTING UTILITIES, SHOWN OR 
NOT SHOWN ON THIS PLAN, PRIOR TO ANY CONSTRUCTION. 

2. THE ENGINEER SHALL BE NOTIFIED IN WRITING OF ANY UTILITIES FOUND 
INTERFERING WITH THE PROPOSED CONSTRUCTION AND APPROPRIATE 
REMEDIAL ACTIONBEFORE PROCEEDING WITH THE WORK. 

3. THE LOCATION OF ALL UNDERGROUND UTILITIES SHOWN HEREON ARE 
APPROXIMATE AND ARE BASED ON THE FIELD LOCATION OF ALL VISIBLE 
STRUCTURES SUCH AS CATCH BASINS, MANHOLES, WATERGATES, ETC., AND 
COMPILED FROM PLANS SUPPLIED BY VARIOUS UTILITY COMPANIES AND 
GOVERNMENT AGENCIES. 

4. ALL CONTRACTORS SHOULD NOTIFY, IN WRITING, ALL UTILITY COMPANIES OR 
AGENCIES PRIOR TO ANY EXCAVATION WORK. 

5. CALL DIGSAFE AT I-800-322-4844 AND OBTAIN UTILITY STAKE-OUT PRIOR TO 
ANY EXCAVATION WORK IN ACCORDANCE WITH STATE AND LOCAL 
REGULATIONS. 

AS BUILT NOTE: 


CONTRACTOR IS TO CONTACT ENGINEER FOR AS-BUILT MEASUREMENTS 
PRIOR TO BACK FILLING DRAINAGE SYSTEMS. 


SOIL TEST DATA 

Performed by Gala Simon Associates on July 23, 2014 
For Drainage System Design Only 


Leonard 

Design 

Associates 

Site Planning/ 
Landscape Architecture 

95 Ronald Road 
Arlington, MA 02474 
(781) 641-0750 


Gala Simon Associates 

c 

^SA 


123456789 10 11 


Civil Engineers 


Gala Simon 
Associates Inc. 

394 LOWELL STREET, SUITE 18 
LEXINGTON, MA 02420 
Tel: (781)676-2962 
























1 

02/25/2015 

ISSUE FORBIDS 

0 

01/13/2015 

COMMISSION REVIEW SET 

No. 

Date 

Description 


SPY POND PARK 
TENNIS COURTS 

Arlington, Massachusetts 

Arlington Parks and Recreation Commission 
422 Summer Street 
Arlington, Massachusetts 02474 
(781) 641-5492 


TH1 (EL. 15.2) 

Horizon Depth Texture Mottles Color Elevation 

Cl 12” FILL - N/A 14.2 

C 90” MS - 10YR5/6 7.7 

NO WATER 
NO REFUSAL 
NO MOTTLING 

TH2 (EL. 14.9) 


Horizon 

Depth 

Texture 

Mottles Color 

Elevation 

Cl 

8” 

FILL 

N/A 

14.2 

C 

72” 

MS 

10YR5/6 

8.9 


NO WATER 
NO REFUSAL 

MOTTLING @ 61” EL. 9.82 
TH3 (EL. 15.5) 


Horizon 

Depth 

Texture 

Mottles Color 

Elevation 

Cl 

3.5” 

FILL 

N/A 

15.2 

C 

55” 

MS 

10YR5/6 

10.9 


GRADING/DRAINAGE 

PLAN 


JOB NUMBER: 

DRAWN: 

DATE: 

1414 

AG 

2/25/2015 

FiLE: 

CHECKED: 

SCALE: 

ariparks/spy pond tennis 

AG 

AS NOTED 

1 



SITE PLAN 

SCALE; 1" = 20’ 


NO WATER 
NO REFUSAL 
NO MOTTLING 

















































TENNIS COURT PAVEMENT 


6” PVC PERFORATED^ 

PIPE 

(PERFORATIONS DOWN 
& WRAPPED IN GEOTEXTILE SOCK) 

1/2” TO 1 1/2” 
CRUSHED STONE —. 


. EXPOSED STONE 

(3/4” TO 1 1/2” CRUSHED STONE) 


'-4 '4-T 

o«o«o 

IP 


i 


6” MIN. 

[ SEE PLAN FOR INVERTS 
^ NATIVE SOIL 


20 MIL POLY SHEET 



12 ” X 12" NDS SOLID COVER 


FINISH GRADE & MATERIAL 
SEE SITE PLAN 

12" NDS #1217 EXTENSION RISER 
WITH DOUBLE OPENINGS 
(PROVIDE RISERS AS NEEDED) 

12" X 12” NDS #1225 SUMP BOX 


6" COMPACTED GRAVEL BASE 


COMPACTED SUBGRADE 


<>,,(> <> 


^ NDS DRAIN SUMP BOX 

C-d SCALE: NTS 


REMOVE EXSTING MH 
CONE AS NEEDED TO 
PROVIDE PROPER BASE 
FOR NEW CB GRATE 


7 ^ 

_ 2 '- 0 "_ 

SQUARE 



24 " FRAME AND GRATE 
-FINISHED GRADE 
MORTAR 

. ADJUST TO GRADE 
W/CLAY BRICKS 
(2-COURSES MAX.) 

-BUILD UP CONE WITH 

CMU BARREL BLOCKS 


EXISTING MANHOLE 
STRUCTURE TO REMAIN 


Design 

Associates 

Site Planning/ 
Landscape Architecture 

95 Ronald Road 
Arlington, MA 02474 
(781) 641-0750 



Gala Simon Associates 


GSA 


123456789 10 11 


Civil Engineers 



20 MIL POLY SHELT-" 


o o o \ 


”^1^ INTERCEPTOR TRENCH (PERF. DRAIN) 

.C- 2 J SCALE: NTS 


1 f - 2” WASHED^ 
CRUSHED STONE 


INSPECTION PORTS FLUSH & CAPPED 
AT FINISH GRADE (REFER TO SITE PLAN ) 

CULTEC 150HD - 1 

HEAVY DUTY H-20 CHAMBER 



SLOPE VARIES 


NOTES: 


1 . 8” SAND CUSHION REQUIRED AT ALL LEDGE 
OR PIPE CROSSING 

2. NO STONE GREATER THAN 3” TO BE PLACED 
OVER PIPE TO FINISH GRADE 

3. NO STONE GREATER THAN 3” WITHIN 12” OF PIPE. 

4. GRAVEL BORROW SHALL COMPLY WITH 
MHD Ml.03.0 TYPE C.. 

5. PIPE BEDDING SHALL COMPLY WITH MHD Ml.04.1 


FINISH GRADE 
SEE PLAN 


SLOPE SIDE WALLS OR PROVIDE 
ADEQUATE SHORING AND/OR BRACING 
TO MAINTAIN A STABLE EXCAVATION 
AND PROVIDE SAFE WORKING CONDITIONS 


ORDINARY FILL 
GRAVEL BORROW 


UTILITY LINE 
PIPE BEDDING 


TYP. UTILITY TRENCH 

SCALE: NTS 


To ^00 




0(g)oM O(g)0^0^ 


'/PgSSs.'L; 

\\ y 


f iSSn ^ol y t 


. FINISHED GRADE, 
SEE PLAN 


85% COMPACTED EILL 


O ' o _o 




CONVERIQNS OF EXISTING MH TO CATCH BASIN 

SCALE; NTS 


Gala Simon 
Associates Inc. 

394 LOWELL STREET, SUITE 18 
LEXINGTON, MA 02420 
Tel: (781)676-2962 


4 OZ. NON-WOVEN FILTER FABRIC, TOP, SIDES AND BOTTOM 
AROUND ENTIRE STONE AREA (FULLY WRAPPED TYPIOAL) 

GENERAL NOTES 

H-20 150HD CHAMBERS by CULTEC, INC. of Brookfield, CT. 
All H-20 150HD Chambers must be installed in 
accordance with all applicable local, state and federa 
regulations. 

Refer to manufacturer, CULTEC, INC.’s recommended 
installation guidelines. 

All CULTEC 150HD H20 Heavy Duty units are 

marked with a 4” stripe along the length of the chamber. 


SOIL TO BE PLACED, UNDER AND AROUND THE SUBSUREACE 
DRAINAGE SYSTEM SHALL CONSIST OE CLEAN COURSE SAND, 
INSTALLED AT LEAST 5’ FROM THE EDGE OE STONE, AND 
COMPACTED IN 12” LIFTS. 


COMPACTED 

SUBGRADE 


[SECTION 


6 STONE BASE, 6 STONE OVER 


(SEE PLAN ) 

H-20 CULTEC 150HD CHAMBER SYSTEM 

C-2j SCALE; NTS 



02/25/2015 

ISSUE FORBIDS 

01/13/2015 

COMMISSION REVIEW SET 

Date 

Description 


11 — 111=1 


OVERFLOW ■ 
PIPING 


DRAIN MANHOLE 
R = 14.40 


FINISHED GRADE 

-- OVERFLOW 

/ PIPING 


24"DIA - 

CAST IRON FRAME 
AND SOLID COVER FLUSH 
WITH ADJACENT PAVEMENT 


REFER TO PLAN BARREL 
FOR PIPE OPENING SECTIONS 

ELEVATIONS AS NEEDED 


SPY POND PARK 
TENNIS COURTS 

Arlington, Massachusetts 

Arlington Parks and Recreation Commission 
422 Summer Street 
Arlington, Massachusetts 02474 
(781) 641-5492 


SUBSURFACE 

LEACHING 

SYSTEM 


O EY) 

m 


12" MIN. CRUSHED 
STONE OR GRAVEL 
BEDDING —— 


GRADING/DRAINAGE 

DETAILS 


UNDISTURBED OR 
COMPACTED 
SUBGRADE -- 


SECTION VIEW'' 


a OVERFLOW DETAIL 

SCALE; NTS 


"el MINI DRAIN MANHOLE 

C- 2 J SCALE; NTS 


JOB NUMBER: 

DRAWN: 

DATE: 

1414 

AG 

2/25/2015 


FILE: 

arlparks/spy pond tennis 


CHECKED: 

AG 


SCALE: 

AS NOTED 































